
Model Name GM 10/1.2 
Flow 12  L/hr (at max. backpressure 12 bar)
Test pressure 12  bar

Ligao   Korea
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Model Name GM 25/1.0 
Flow 30  L/hr (at max. backpressure 10 bar)
Test pressure 10  bar
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Model Name GM 50/1.0 
Flow 60  L/hr (at max. backpressure 10 bar)
Test pressure 2  bar
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Model Name GM  90/0.7 
Flow 108  L/hr (at max. backpressure 7 bar)
Test pressure 7  bar
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Model Name GM 120/0.7 
Flow 144  L/hr (at max. backpressure 7 bar)
Test pressure 7  bar
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Model Name GM 170/0.7 
Flow 204  L/hr (at max. backpressure 7 bar)
Test pressure 7  bar

Ligao   Korea
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Model Name GM 240/0.5 
Flow 288  L/hr (at max. backpressure 5bar)
Test pressure 5 bar

Ligao   Korea
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Model Name GM 330/0.5 
Flow 396  L/hr (at max. backpressure 5bar)
Test pressure 5 bar

Ligao   Korea
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Model Name GM 400/0.5 
Flow 480  L/hr (at max. backpressure 5bar)
Test pressure 5 bar

Ligao   Korea
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Model Name GM 500/0.5 
Flow 600  L/hr (at max. backpressure 5bar)
Test pressure 5 bar

Ligao   Korea
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